
742W-4P

742W -   4P   -   20        -          C         5            P        B        *#

:Soldering pin on the end position
:Soldering pin on the top position

742W-4P

2P=2Position
3P=3Position
4P=4Position

Customer panel
Thickness:1.0mm
          1.5mm
          1.8mm
          2.0mm
          2.5mm

RECEPTACLES SYSTEM

STANDARD  :IEC 320-1 C13
RATING      :15A250V AC
RATING      :UL/CSA
RATING      :10A250V ~
APPROVALS  :VDE/DEMKO/NEMKO/
                          SEMKO/FIMKO/SEV

 :Body lenath95mm Tad1.3
*:Body lenath96mm Tad1.3
#:Body lenath95mm Tad1.4
*#:Body lenath96mm Tad1.4

A=Flat pin
B=Bent pin

N=Without printing
P=Printing

Soldering pin number

A:2.8mm   1.7mm hold
B:2.8m 3.0mm hold
C:2.8mm 4.0mm hold
D:6.3mm   1.7mm hold
E:4.8mm Peachy-Hold
F:One of B(2.8mm)+2 of E(4.8mm pin)

Byword:742W-4P-20 C 5 P B *
4 Position 2.0mm panel thickness 4.0mm soldering pin
5 bent pins with printing hole 96mm lenath
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